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Abstract: Sodium titanium hexacyanoferrate (TiHCF, Na0.86Ti0.73[Fe(CN)6]·3H2O) is synthesized
by a simple co-precipitation method in this study. Its crystal structure, chemical composition, and
geometric/electronic structural information are investigated by X-ray powder diffraction (XRPD),
microwave plasma-atomic emission spectroscopy (MP-AES), and X-ray absorption spectroscopy
(XAS). The electroactivity of TiHCF as a host for Li-ion and Na-ion batteries is studied in organic
electrolytes. The results demonstrate that TiHCF is a good positive electrode material for both Li-ion
and Na-ion batteries. Surprisingly, however, the material shows better electrochemical performance
as a Na-ion host, offering a capacity of 74 mAh g−1 at C/20 and a 94.5% retention after 50 cycles. This
is due to the activation of Ti towards the redox reaction, making TiHCF a good candidate electrode
material for Na-ion batteries.
Keywords: titanium hexacyanoferrate; cathode material; Na/Li-ion batteries
1. Introduction
After the first report of Vernon D. Neff [1] in 1978 reporting the electrochemical activity
of Prussian blue (PB; with the generic formula AxFe[Fe(CN)6], where A stands for an alkali
metal), PB and Prussian blue analogs (PBAs; AxM[M′(CN)6], M and M′ = transition metals)
have been widely studied in electrochromism [2,3], electrocatalysis [4,5], potentiometric
and amperometric sensors [6,7], and more recently, as electrode materials in electrochemical
energy storage systems [8–15]. PBAs can be considered as bimetallic cyanides, where the
structural unit NC-M′-CN-M-NC- repeats in cubic lattice in most of the analog. M and
M′ sites are sixfold coordinated, with the former to the nitrogen atoms of the CN ligands,
and the latter octahedrally coordinated to the carbon atoms of the cyanides. Overall, this
peculiar structure with 3D framework, contains large ionic channels and interstices, as well
as abundant redox-active sites, and is characterized by strong structural stability [16,17].
Benefiting from these structural features, PBAs have been intensively investigated as a
new alternative and low-cost host material that can accommodate not only monovalent
alkali cations such as Li+, Na+, and K+ ions [8–10], but also divalent and trivalent cations
including Mg2+, Zn2+, Ca2+, and Al3+ [11–15].
Cui and coworkers [18,19] reported the utilization of copper hexacyanoferrate (CuHCF)
and nickel hexacyanoferrate (NiHCF) as cathode materials in aqueous sodium and potassium
batteries, which showed excellent cycling performance and rate capability. Moritomo et al. [20]
and Goodenough et al. [9] reported the manganese hexacyanoferrate analog (MnHCF) de-
livering high specific capacity (109 mAh g−1 and 143 mAh g−1, respectively), which is close
to the theoretical capacity of the well-known LiMn2O4 (148 mAh g−1) positive electrode
material. In addition to MnHCF, PB and cobalt hexacyanoferrate (CoHCF) also displayed
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high reversible specific capacities due to the two redox active sites (Fe and Co, respec-
tively) [21–23]. Most hexacyanoferrates exhibit high voltage plateaus; for example, PB
displays an average discharge plateau around 3 V vs. Na+/Na [21,22], CoHCF at 3.6 V
vs. Na+/Na [23], while MnHCF at 3.6 V vs. Li+/Li and 3.4 V vs. Na+/Na [24]. The
presence of not only high- but also low-voltage plateaus has contributed in the past few
years to the development of cathode and anode materials based on PBAs [25]. Indeed,
hexacyanomanganates (AM[Mn(CN)6]) [26,27], hexacyanocobaltates (AM[Co(CN)6]) [28],
and hexacyanochromates (AM[Cr(CN)6]) [29] are reported as anode materials, displaying
high reversible capacity at low potential (1.8 V vs. Na+/Na and ~1.5 V vs. Li+/Li in organic
electrolyte, −0.86 V vs. SHE(standard hydrogen electrode) in aqueous solution).
Among the several PBA electrode materials, titanium hexacyanoferrate (TiHCF) has
aroused our interest because Fe (5.6%) and Ti (0.61%) are in the top 10 most abundant
elements within the earth’s crust. Their high abundance and correspondingly low cost of
raw materials enable them to be potential candidates for future large-scale energy-storage
applications. Secondly, Ti-based compounds have been widely investigated as both an-
ode (TiO2, Li4Ti5O12, TiS2, MLi2Ti6O14, etc.) [30–32] and cathode (Ni/Mn/Fe/Co/Cr-Ti
binary/ternary/multinary system) materials [33–36]. The studies about TiHCF in electro-
chemical applications are very limited, and the reported articles show different results
about the electrochemical properties of TiHCF. Chen et al. first reported the anode prop-
erties of Ti0.75Fe0.25[Fe(CN)6]0.96·1.9H2O for Li-ion and Na-ion batteries, with a discharge
potential lower than 1 V [37]. However, Wu et al. [38] and Xu et al. [39] reported that TiHCF
showed good electrochemical performance for Na-ion and K-ion batteries as a cathode
electrode. These different results stimulated our research interest accordingly. Here in this
study, TiHCF containing both titanium (Ti) and iron (Fe) sites is synthesized by a controlled
co-precipitation method, and its electrochemical properties as an electrode material are
explored as both Li-ion and Na-ion electrode materials in organic electrolytes.
2. Results
2.1. Preparation and Characterization of TiHCF
TiHCF was synthesized based on a simple and reproducible co-precipitation method.
The stoichiometry of the resulting TiHCF material is Na0.86Ti0.73[Fe(CN)6]·3H2O after a
microwave plasma-atomic emission spectroscopy (MP-AES) composition analysis and
thermogravimetric (TG) analysis, which show two distinct weight-loss events, as displayed
in Figure 1a. The weight loss below 120 ◦C corresponds to the loss of adsorbed water, while
the one between 120–200 ◦C can be assigned to the elimination of interstitial water [40]. In
our sample, the total water content is about 17.7%, with around 8.4% adsorbed water and
9.3% interstitial water.
The X-ray powder diffraction (XRPD) pattern of the as-synthesized sample and its
refinement are shown in Figure 1b. TiHCF powder displayed a low degree of crystallinity.
The refinement is consistent with a cubic structure (space group: Pm-3m) with a quotation
of a lattice parameter of 9.862(5) Å. The size and morphology of the TiHCF sample are
shown in Figure S1; it consists of variously shaped particles with an average diameter of
around 50 nm. IR spectroscopy of TiHCF is shown in Figure 1c. A broad peak occurs around
3000–3600 cm−1, which can be attributed to the stretching mode of -O-H groups from the
absorbed and coordinated water. Meanwhile, the peak at 1610 cm−1 is related to the
bending mode of -O-H group. Two distinguishable peaks appeared at around 2077 cm−1
and 2010 cm−1, which are characteristic of the -C≡N group. The value of the -C≡N
ligand stretching is highly sensitive to the different chemical environment surrounding the
functional group as well as the bond strength. In this case, the vibration band at 2077 cm−1
is associated with TiIV-N≡C-FeII. This is consistent with the ferrocyanide precursor, while
the small peak located at 2010 cm−1 is due to terminal nonbridging cyanides [41,42].
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X-ray absorption spectroscopy (XAS) is a widely used technique for determining 
the local geometric and/or electronic structure of the absorbing atom. Figure 2a displays 
the titanium K-edge spectrum regions—i.e., the pre-edge (labeled as A), a feature B in 
the rising portion of the X-ray absorption near edge structure (XANES), and the EXAFS 
region (extended X-ray absorption fine structure), indicated as C. Absorption in the 
pre-edge region is due to transitions of 1 s core electrons to bound excited electronic 
states, providing a wealth of structural and electronic information. As shown in Figure 
2b, one appreciable peak at around 4970.9 eV and one broad peak at around 4974.5 eV 
are present. Howe et al. [43] reported three pre-edge peaks in anatase (TiO2) Ti K-edge 
and labeled them as A1 (4968.8 eV), A3 (4971.9 eV), and B (4974.3 eV); Kuroda et al. [44] 
and Kotani et al. [45] also reported the A1, A2, and B peaks in the rutile and anatase Ti 
K-edge. Even though there is some disagreement in the value of the absolute edge 
energies, there is a general consensus that all A and B transitions are due to dipole 
forbidden transitions of the core electrons to 3d-4p hybridized states. Given that the 
intensity of the pre-edge transition is sensitive to the symmetry of the surrounding 
atoms and that here, Ti is coordinated to 6 nitrogen atoms, the appearance and the 
relatively high intensity of the pre-edge peaks indicate distortion from the Oh 
symmetry. 
Due to the strong selectivity of the XAS probe, additional local structural 
information around the titanium can be gained by analyzing the extended portion of the 
XAS spectrum, i.e., the EXAFS. Figure 2c reports the comparison of the theoretical and 
experimental EXAFS signal while the panel in Figure 2d shows the corresponding 
Fourier transform (FT). The theoretical curve matches well in both panels, testifying the 
quality of the present data analysis. The EXAFS signal is well structured and is most 
Figure 1. (a) Thermogravimetric analysis (TGA) of TiHCF powder and the crystal structure model (inside); (b) X-ray powder
diffraction (XRPD) pattern and Rietveld refinement on TiHCF powder. The broad peak at around 10–17 degrees is due to
the capillary sample holder; (c) infrared transmission spectrum of TiHCF powder.
X-ray absorption spectroscopy (XAS) is a widely used technique for determining the
local geometric and/or electronic structure of the absorbing ato . Figure 2a displays
the titanium K-edge spectrum regions—i.e., the pre-edge (labeled as A), a feature B in
the rising portion of the X-ray absorption near edge structure (XANES), and the EXAFS
region (extended X-ray absorption fine structure), indicated as C. Absorption in the pre-
ge region is due to transitions of 1 s core electrons to ound excited lectronic states,
providing a wealth of structural and lectronic information. As shown in Figure 2b, one
appreci ble peak at around 4970.9 eV and one broad peak at around 4974.5 eV are present.
Howe t al. [43] reported thre pre-edge peaks in an tase (TiO2) Ti K-edge and labeled them
as A1 (4968.8 eV), A3 (4971.9 eV), an B (4974.3 eV); Kuroda et al. [44] and Kotani et al. [45]
also reported the A1, 2, and B peaks in the rutile and anatase Ti K-edge. Even though
there is som disagreement in the value of the absolute edge energies, there is a general
consensus that all A an B transitions are due to dipole forbidden transitions of the core
electrons to 3d-4p hybridized states. Given that he intensity of the re-edge transition
is se itive to the symmetry of the surrounding atoms and that here, Ti is coordinated to
6 nitrogen a om , the appearance and t relativ ly high intensity of the pre-edge peaks
indicate distorti n from the Oh symm try.
Batteries 2021, 7, 5 4 of 11
Batteries 2021, 7, x FOR PEER REVIEW4 of 11 
 
likely composed of several sinusoidal contributions. This becomes evident from the FT 
curve, as it displays three shells of scattering atoms around the Ti. According to the 
TiHCF framework structure, the position of the first peak is attributed to Ti-N, while the 
second and third peaks are attributed to the carbon (Ti-N-C) and iron (Ti-N-C-Fe). 
Details of the fitting procedure are shown in Figure S1. From the best-fit, the Fe-C, C-N, 
and Ti-N bond lengths were found to be 1.87(2), 1.18(2), and 2.07(9) Å, respectively. The 
values for Fe-C and C-N are consistent with the one reported for this class of compounds 
[17,24]; the Ti-N is similar to the metal linked to the N end of the cyanide group in iron 
hexacyanocobaltate [46] and in agreement with the quotation of the Ti-N first shell in 
titanium nitride (octahedral coordination for Ti) [47]. 
  
  
Figure 2. (a) Normalized X-ray absorption spectrum of TiHCF powder at the titanium K-edge. (b) Zoom-in of the 
pre-edge feature of Ti K-edge. (c) Comparison of the experimental and theoretical k2-extracted EXAFS (extended X-ray 
absorption fine structure) signal and (d) corresponding Fourier transform (FT). 
2.2. Electrochemical Application of TiHCF 
The electrochemical performance of TiHCF electrodes was tested in an organic 
electrolyte against either Na or Li in a coin cell assembly. The cyclic voltammetry (CV) 
curves of the Na and Li coin cells at different scan rate values are shown in Figure 3a,b. 
When tested at a high scan rate, only one pair of redox peaks appeared, at around 3.0/3.9 
V vs. Na+/Na and 3.4/3.7 V vs. Li+/Li. By testing the cell at a lower scan rate, for instance, 
at 0.2 mV s−1, an additional pair of reversible peaks appeared around 2.6 V and 3.5 V vs. 
Na+/Na and 2.8 V and 3.7 V vs. Li+/Li, as shown in Figure 3c,d. Wu et al. [38] and Xu et al. 
[39] reported the CV curves of sodium/potassium TiHCF featuring two main 
characteristic pairs of peaks: one at about 3.0/2.6 V due to the Ti4+/3+ couple, the other at 
3.4/3.2 V which was assigned to the [Fe (CN)6]4-/3- couple. Thus, based on these works, the 
redox peak at 2.6/2.8 V is attributed to the Ti4+/Ti3+, and the redox peak around 3.5/3.6 V 
is ascribed to the Fe3+/Fe2+ pair. Overall, the electrochemical discharge reaction can be 
described as: 
Figure 2. (a) Normalized X-ray bsorption spectrum of TiHCF powder at the ti anium K-edge. (b) Zoom-in of the pre-edge
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fine structure) signal and (d) corresponding Fourier transform (FT).
Due to the strong selectivity of the XAS probe, additional local structural information
around the titanium can be gained by analyzing the extended portion of the XAS spectrum,
i.e., the EXAFS. Figure 2c reports the comparison of the theoretical and experimental
EXAFS signal while the panel in Figure 2d shows the corresponding Fourier transform
(FT). The theoretical curve matches well in both panels, testifying the quality of the present
data analysis. The EXAFS signal is well structured and is most likely composed of several
sinusoidal contributions. This becomes evident from the FT curve, as it displays three
shells of scattering atoms around the Ti. According to the TiHCF framework structure,
the position of the first peak is attributed to Ti-N, while the second and third peaks are
attributed to the carbon (Ti-N-C) and iron (Ti-N-C-Fe). Details of the fitting procedure are
shown in Figure S1. From the best-fit, the Fe-C, C-N, and Ti-N bond lengths were found to
be 1.87(2), 1.18(2), and 2.07(9) Å, respectively. The values for Fe-C and C-N are consistent
with the one reported for this class of compounds [17,24]; the Ti-N is similar to the metal
linked to the N end of the cyanide group in iron hexacyanocobaltate [46] and in agreement
with the quotation of the Ti-N first shell in titanium nitride (octahedral coordination for
Ti) [47].
2.2. Electrochemical Application of TiHCF
The electrochemical performance of TiHCF electrodes was tested in an organic elec-
trolyte against either Na or Li in a coin cell assembly. The cyclic voltammetry (CV) curves
of the Na and Li coin cells at different scan rate values are shown in Figure 3a,b. When
tested at a high scan rate, only one pair of redox peaks appeared, at around 3.0/3.9 V vs.
Na+/Na and 3.4/3.7 V vs. Li+/Li. By testing the cell at a lower scan rate, for instance,
at 0.2 mV s−1, an additional pair of reversible peaks appeared around 2.6 V and 3.5 V
vs. Na+/Na and 2.8 V and 3.7 V vs. Li+/Li, as shown in Figure 3c,d. Wu et al. [38] and
Xu et al. [39] reported the CV curves of sodium/potassium TiHCF featuring two main
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characteristic pairs of peaks: one at about 3.0/2.6 V due to the Ti4+/3+ couple, the other at
3.4/3.2 V which was assigned to the [Fe (CN)6]4-/3- couple. Thus, based on these works, the
redox peak at 2.6/2.8 V is attributed to the Ti4+/Ti3+, and the redox peak around 3.5/3.6 V






































where Equation (1) is relative to the high voltage peaks (3.5 V vs. Na+/Na or 3.7 vs. Li+/Li),
while Equation (2) is relative to the redox peak at 2.6 V vs. Na+/Na (or 2.8 vs. Li+/Li). In
the following, we argue that the relative occurrence of the processes described in (1) and
(2) will change upon cycling against Na only.
The cycling performance of TiHCF in Na-ion and Li-ion half cells are shown in
Figure 4a,b. TiHCF exhibits good capacity retention: 94.5% and 89.9% of the discharge
capacity values were retained after 50 cycles in the Na and Li coin cells, respectively. Both
cells feature a low coulombic efficiency at the beginning of the cycling, but after roughly
10 cycles, the coulombic efficiency reached and kept at a stable value (96–97%). According
to the report of Goodenough et al. [48], the most probable cause for low coulombic efficiency
in the first cycles is related to the structural water inside the compound. Briefly, the water
molecules adsorbed in the interstices of the PBA framework may decompose during charge,
causing a low efficiency. With subsequent cycling, the amount of residual water would
decrease, and the efficiency is restored to a stable value. A similar behavior has also been
reported for another Prussian blue-like electrode, namely the iron hexacyanocobaltate [46].
Figure 4c,d displays the galvanostatic charge/discharge profiles of the Na and Li
coin cells at C/20, respectively. For the Na coin cell, two sloping discharge plateaus
centered at 3.5 and 2.6 V were observed, which are consistent with the two redox peaks
observed in the CV curve (cf. Figure 3c). The overall discharge capacity in the first cycle
is around 74 mAh g−1. By considering 1 mol of Na+ participating in the reaction, the
calculated theoretical capacity of TiHCF (Na0.86Ti0.73[Fe (CN)6]·3H2O) is 83.6 mAh g−1.
However, our TiHCF contains only 0.86 mol Na+ and the corresponding capacity should
be 0.86 × 83.6 = 71.9 mAh g−1, which is consistent with the stable value obtained upon
cycling. Therefore, this indicates that during the charge and discharge processes, all the
available Na+ ions in the pristine structure participate in the electrochemical reaction. It
was not possible, at present, to reversibly intercalate more sodium.
On the other side, for the Li coin cell (cf. Figure 4d), only one sloping discharge plateau
was observed, with a lower discharge capacity (40 mAh g−1 in the first cycle) compared to
the Na coin cell. The difference in the insertion chemistry for the Na+ vs. Li+ is relevant,
as there are not so many examples in the literature where the same electrode material
displays higher performance upon Na storage than Li storage [24]. It is most likely that the
Na+ extraction in the first charge, coming from the sodium inside the pristine structure,
does not favor the successive Li+ ion insertion and release in Li cells. On the contrary, the
sodium release/insertion occurs more easily in Na cells.
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To quantify the capacity contribution of the Ti4+/Ti3+ a d F 3+/Fe2+ r dox s tes at
different voltage ranges, the total discharge capacity during the whole cycling process
was divided into three main contributions for the Na-cell (corresponding to the 2.0–3.0 V,
3.0–4.0 V and >4.0 V voltage range) and the Li-cell (corresponding to the 2.3–3.0 V, 3.0–4.0 V
and >4.0 V voltage range). The two discharge plateaus centered at 2.6 and 3.5 V are defined
to represent the voltage ranges of 2.0–3.0 V and 3.0–4.0 V in the Na-cell, which are ascribed
to the Ti4+/Ti3+ and Fe3+/Fe2+ redox couples, respectively. In the galva ostatic discharge
process in the Na-ion electrolyte, the Fe3+/Fe2+ red ction contribut d to 54.8% of the
discharge capacity in the first cycle, while the Ti4+/Ti3+ reduction contributed to 45.0%,
as shown in Figure 4e. With cycling, the contribution of the Fe3+/Fe2+ couple gradually
decreased, but the contribution of the Ti4+/Ti3+ increased to 63.9% in the 50th cycle. This
Batteries 2021, 7, 5 7 of 11
suggests that the relative contribution of Equations (1) and (2) changes with cycling and
that with the insertion and extraction of Na+, more Ti sites were activated upon cycling.
However, a different situation was found for the Li cell, as shown in Figure 4f. During the
cycling, the 3.0–4.0 V voltage range contributes to most of the capacity, providing 77.3% of
the total discharge capacity in the first cycle and 76.2% in the 50th cycle, which is mainly
attributed to the reduction of Fe3+/Fe2+. The remaining capacity between 2.3–3.0 V is
mainly delivered by the Ti4+/Ti3+ couple with a constant contribution of 22%. As opposed
to the Na case, no increasing activation of the Ti sites was identified during cycling. The
difference may be attributable to the different sizes of the Na+ and Li+ solvated ions. This
can partly explain the higher capacity for Na-ion coin cells, and it also points out the
potential application of TiHCF as an electrode material for Na-ion batteries.
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On the contrary, the sodium release/insertion occurs more easily in Na cells. 
To quantify the capacity contribution of the Ti4+/Ti3+ and Fe3+/Fe2+ redox sites at 
different voltage ranges, the total discharge capacity during the whole cycling process 
was divided into three main contributions for the Na-cell (corresponding to the 2.0–3.0 V, 
3.0–4.0 V and >4.0 V voltage range) and the Li-cell (corresponding to the 2.3–3.0 V, 
3.0–4.0 V and >4.0 V voltage range). The two discharge plateaus centered at 2.6 and 3.5 V 
are defined to represent the voltage ranges of 2.0–3.0 V and 3.0–4.0 V in the Na-cell, 
which are ascribed to the Ti4+/Ti3+ and Fe3+/Fe2+ redox couples, respectively. In the 
galvanostatic discharge process in the Na-ion electrolyte, the Fe3+/Fe2+ reduction 
contributed to 54.8% of the discharge capacity in the first cycle, while the Ti4+/Ti3+ 
reduction contributed to 45.0%, as shown in Figure 4e. With cycling, the contribution of 
the Fe3+/Fe2+ couple gradually decreased, but the contribution of the Ti4+/Ti3+ increased to 
63.9% in the 50th cycle. This suggests that the relative contribution of Equations (1) and 
(2) changes with cycling and that with the insertion and extraction of Na+, more Ti sites 
were activated upon cycling. However, a different situation was found for the Li cell, as 
shown in Figure 4f. During the cycling, the 3.0–4.0 V voltage range contributes to most of 
i r . ( ) li f f -i lf- ll t 20 et een . –4.2 ; ( ) li f ce f i-i
half-cell at C/20 between 2.3–4.3 V; (c) galvanostatic charge/discharge plot of a Na-ion half-cell at C/20; (d) galvanostatic
charge/discharge plot of a Li-ion half-cell at C/20; (e) the corresponding discharge capacity contribution of different voltage
range in a Na-ion half-cell after various cycles at the C/20; (f) the corresponding discharge capacity contribution of different
voltage range in Li-ion half cell after various cycles at C/20. The applied current densities are 0.0061 mA/cm2 for Na cell
and 0.0056 mA/cm2 for the Li cell.
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3. Materials and Methods
3.1. Material Synthesis
The synthesis of TiHCF was based on a simple and reproducible method, i.e., by
mixing tetrabutyl titanate (50 mL 0.1 M, C16H36O4Ti, Sigma Aldrich) ethanol solution with
sodium ferrocyanide (100 mL 0.1 M, Na4Fe(CN)6, Sigma Aldrich) aqueous solution which
contains 1.5 M HCl under continuous stirring to generate a precipitate. Because tetrabutyl
titanate is easily hydrolyzed, the synthesis was carried out under an inert N2 atmosphere.
After completing the addition of the reagents, the suspension was maintained at 40 ◦C
for another 6 h under N2 atmosphere and then aged for 4 days at room temperature. The
obtained dark-green precipitate was centrifuged and washed with water and acetone, and
finally dried in a vacuum oven at 70 ◦C overnight.
3.2. Electrode Preparation and Electrochemical Tests
For the electrode preparation, the electrode slurry was prepared by mixing 85 wt%
of active material, 10 wt% super C65 (IMERYS), and 5 wt% PVDF (polyvinylidene di-
fluoride; Alfa Aesar), which was dissolved (10 wt%) in N-methyl-2-pyrrolidone (NMP).
Additional NMP was added to adjust the viscosity of the slurry. The final solid content
msolid/(msolid+solvent) was 20%. The materials were mixed with a ball milling procedure
consisting of 1 h mixing in each direction with a 10 min break in-between stages. The slurry
was cast on Al-foil (thickness 20 um, cleaned with ethanol before) using a blade coater
(200 µm height), and dried at 60 ◦C overnight. The disk electrodes have a diameter of
12 mm and a mass loading of around 1.39 (±0.14) mg/cm2. The electrodes were extensively
vacuum-dried at 120 ◦C and stored in an Ar-filled glove box. Finally, the coin cells were
assembled in a 2032 stainless steel coin cell under an inert atmosphere in an Ar-filled
glovebox, and Whatman GF/A glass fiber was used as a separator. For Li-ion half-cells,
lithium metal foil (thickness 500um, Honjo) was adopted as the negative electrode, and 1
M LiPF6 in a 1:1 ethylene carbonate to dimethyl carbonate volumetric mixture (1EC:1DMC)
without additives was used as the electrolyte. For Na-ion half-cells, sodium metal (cut
from sodium sticks, Acros Organic, 99.8%) was used as the negative electrode, and NaPF6
in 1 M propylene carbonate (PC) was used as the electrolyte.
Cyclic voltammetry (CV) was performed by means of CHI 660 (CHInstrument, Inc.).
The scan was conducted in the potential range of 2.3–4.3 V vs. Li+/Li or 2.0–4.2 V vs.
Na+/Na. An MTI battery analyzer was employed for galvanostatic cycling, and tests were
started after a rest time (6 h) at OCP condition. Cells were tested at room temperature.
3.3. Characterization
Microwave plasma-atomic emission spectrometer (MP-AES) 4210 was used to detect
the composition of the active material. During the test, three different wavelengths were
chosen for each element.
The infrared (IR) spectrum was collected with a Bruker Alpha FT-IR spectrometer in
ATR (attenuated total reflectance) mode in the spectral range of 4000–400 cm−1.
Thermogravimetric analysis (TGA) was performed in air atmosphere from room
temperature to 500 ◦C, with a heating rate of 5 ◦C min−1, and rapid cooling.
X-ray powder diffraction (XRPD) data were recorded by using a monochromatic X-ray
beam (wavelength of 1 Å) at the MCX beamline in Elettra synchrotron Trieste (Italy). Data
were collected in a capillary geometry, with the spinner set at 300 rpm. The XRPD pattern
was collected consecutively in the range 8◦< 2θ < 56◦, with steps of 0.01◦, and an acquisition
time of 1 s/step. The profile was refined with a Thompson–Cox–Hastings pseudo-Voigt
axial divergence asymmetry peak shape using Fullprof Suite software [49].
X-ray absorption spectroscopy (XAS) experiments were conducted at the Elettra
Sincrotrone Trieste (Italy), at the XAFS 11.1 beamline. The storage ring operated at 2.0 GeV
in top-up mode with a typical current of 300 mA. Data were recorded at the Ti K-edge
in transmission mode using ionization chambers filled with a mixture of Ar, N2, and He
to have 10%, 70%, and 95% of absorption in the I0, I1, and I2 chambers, respectively. An
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internal reference of titanium was used for energy calibration in each scan. This allowed
for the continuous monitoring of the energy during consecutive scans. The white beam
was monochromized using a fixed exit monochromator equipped with a pair of Si (111)
crystals. Spectra were collected with a constant k-step of 0.3 nm−1 with 3 s per point and
acquired from 4880 to 5600 eV (Ti K-edge). XAS spectra were calibrated using the Athena
program [50].
4. Conclusions
In this work, TiHCF was synthesized by a simple co-precipitation method and tested
in both Na and Li cells employing organic carbonate-based electrolytes. The CV curves
of TiHCF in Na and Li cells showed two well-separated peaks centered at 2.6 and 3.5 V
vs. Na+/Na and 2.8 and 3.7 V vs. Li+/Li, which are ascribable to the Ti4+/3+ and Fe3+/2+
redox pairs. However, TiHCF displayed a better performance for Na-ion storage electrolyte,
showing higher capacity (74 mAh g−1 at C/20 rate) and retention (94.5% after 50 cycles),
than for Li. This is due to the electrochemical activation of the Ti redox sites in the Na
cells, whose contribution to the overall discharge capacity due to the TiIV/TiIII redox
couple gradually increased upon cycling. The results indicate that TiHCF could be a
promising candidate for Na-ion batteries; meanwhile, the two well-separated Fe3+/Fe2+
and Ti4+/Ti3+ redox peaks may enable TiHCF to be used as a bipolar electrode material for
Na-ion batteries.
Supplementary Materials: The following are available online at https://www.mdpi.com/2313-010
5/7/1/5/s1, Figure S1: Details of the EXAFS analysis of the Ti K-edge of TiHCF in terms of single
two-body, three-body, and four-body contribution.
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